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VALVE DESIGNER - FRANCE

THREADED BALL VALVE
TECHNICAL PASSPORT

THREADED BALL VALVE
FULL BORE Saiisec

APPLICATION

Area of use: water and air distribution.

Fluid: drinking water, water, air

GENERAL CHARACTERISTICS

Range : DN 1/4” to DN 2”.

Full bore, anti blow-out stem.

Gland packing for stem tightness

PTFE packing

BSP male/female connection according to ISO 228-1.

CONSTRUCTION

.

.

Pos. Description Material
1 Body Nickel plated brass CW617N
2 Seat PTFE
3 Ball | Chromed Brass
4 Bonnet Nickel plated brass CW617N
5 Stem Brass
6 O-ring NBR
7 Stem packing PTFE
8 Gland nut Brass
9 Handle Steel
\ 10 | Lock nut | Brass

1/4” 10
38" | 10 43.3 10 42.9 87 0.12
1/ | 15 | 488 | 113 | 472 87 0.17
3/4" | 20 56 12 51.3 87 0.25
1" | 25 | 67 | 143 | 619 114 0.45
| 1"1/4 | 32 80 16.5 69.7 114 0.60
1"/2 | 40 | o | 175 | 79 140 0.86
| 2 50 107 185 90.2 140 1.43
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Certification

The photographies and technical art works are not contractual. The specifications of the presented products are open to modifications without previous advice
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